POINTER 


Low Floor Midibus 


The Pointer is the bus that rewrote the rules for the UK midibus market, a sector 


it dominates with thousands of vehicles working profitably and productively. 
Pointer offers the unbeatable combination of a lightweight but tough structure, a 
wide low step entrance leading to an attractive easily accessible interior, and low 

operating costs. 


DIMENSIONS SEATING 

Model ] Overall TOverall Front | Rear ] Maximum | DDA Accessible _ | 
Length Wheelbase | Width Overhang | Overhang | Seated Seated Access from low floor Standee| Total Pssngrs 
| Mini Pointer | 800mm | 3900mm | 2360mm | 2315mm [2615mm | 29 | 26+1 wheelchair | 12 max [iz [as | 
Pointer 9300mm | 4400mm | 2360mm | 2315mm | 2615mm [31 26+1 wheelchair 14 max 19 46 

[Pointer |10100mm | 5200mm | 2360mm |2315mm |2615mm | 33 |30+1 wheelchair | ___ 18 max un |s2 

Pointer 10700mm | 5850mm | 2360mm | 2315mm | 2615mm 37 \3a4t wheelchair | 20 max | 22 | 57 ai 
[super Pointer| 11400mm | 5950mm | 2400mm | 2315mm | 3065mm a |3341 wheelchair | 24 max aE E *| 


POINTER 
Low Floor Midibus 


Structure: 

Jig-built structures in extruded aluminium section with steel 
structures to floor and tress beams in lower saloon and 
wheelarch areas. Steel structures are welded assemblies in Cr12. 
Aluminium structures are assembled with magnagrip and 
magnalock rivets to provide full structural integrity. The areas of 
interface between steel and aluminium are treated with 
Dielectric paint and the steel is treated using Mebon, with wax 
injection where required to give complete corrosion protection. 
Full underseal treatment is given on completion. 


Exterior Panels: 

Aluminium panels are used, butt joined and bonded to the 
frame. The side skirt panels are easily detachable for speedy 
replacement. The roof is a single pre-painted aluminium sheet 
and is bonded to the frame. The front and rear panels are GRP 
mouldings with bumpers in three sections designed for quick 
removal/replacement. New style front and rear GRP attachment 
methods eliminate unsightly mouldings. 


Glazing: 

The side windows are clear toughened 4mm glass fitted using 
square-cornered rubber gaskets. Black anodised aluminium 
framed hopper units provide ventilation. A two-piece front 
windscreen is fitted and is rubber gasket mounted. Heated 
windscreen and bonded side glazing are available as an option. 
Optional double glazing. Optional tinted glass. 


Doors: 

Air-operated glider doors provide an opening 1050mm wide 
between the handrails. The entrance step complies with DDA 
requirements — 325mm maximum reducing to 250mm when 
suspension is lowered. A separate 1050mm wide exit can be 
provided. A hinged lockable emergency door is provided at the 
offside rear. 


Interior Trim: 
Wipe-clean Formica laminate panels are used for the body sides 
and ceiling. Soft trim is available as an option. 


Mini Pointer _8.8m single door 
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Flooring: 
12mm birch plywood covered with hardwearing non-slip 
flooring. 


Heating: 

Convector skirting heaters are fitted to both sides of the body in 
the forward saloon area and on one side in the rear. A separate 
heavy-duty heater provides cab heating, windscreen demisting 
and additional heat in the entrance area. The body is insulated 
with fire-retardant polystyrene sheet. Full or partial air 
conditioning is available as an option. 


Interior lighting: 

Four 4ft Invertec Contex fluorescent light units are fitted. Full- 
length Invertec Contex lighting is available as an option. The 
driving compartment has a Britax light unit. The entrance is 
illuminated with a fluorescent light unit fitted above the door. 


Electrics: Chassis and body electrical centres are positioned in 
the front dash with access by way of hinged doors secured by 
budget locks. State of the art coach style halogen headlights. 
High-level brake and combination flasher marker lights fitted at 
rear. 


Destination displays: 

Fully compliant front, side and rear destination gear is fitted to 
meet customer's requirement. Can be manual blinds or a range 
of electronic display units. 


Driving compartment: 

There is a range of driver's seats available.. A full-height 
melamine bulkhead is located behind the driver. A waist height 
bulkhead with access door and moulded cash tray is fitted on 
the driver's left. A full-height protective assault screen is 
available as an option. 


Chassis available: 
Alexander Dennis Dart SLF. 
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Alexander Dennis' policy is one of 
continuous development. The right is 
reserved to change specifications of the 
models and items described. 

For the latest details always consult 
Alexander Dennis. 11/04 


Alexander Dennis Limited 

91 Glasgow Road, 

Falkirk FK1 4JB 

Tel: +44(0)1324 621672 Fax: +44(0)1324 632469 
www.alexander-dennis.com 

Email: enquiries@alexander-dennis.com 
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